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1. Kliknuti na START, te na desnoj polovici menija odabrati CONTROL PANEL (ili
UPRAVLIACKA PLOCA, zavisi na kojem jeziku je Windows).
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2. Kada se otvori novi prozor, odabrati opciju NETWORK CONNECTIONS (MREZNE
VEZE), i otvoriti ¢e se novi prozor sa ikonom Local Area Connection.
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3. Potrebno je dva puta kliknuti na ikonu , Local Area Connection”, gdje ¢e se otvoriti
novi prozor Local Area Connection Properties. Oti¢i na donji dio prozora i kliknuti

jednom na ,Internet Protocol (TCP/IP)“ (ili Internet Protocol Version 4 (TCP/Ipv4)) i na
,Properties” (Svojstva).
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4. U novootvorenom prozoru odabrati opciju , Use the following IP address” (Koristi
slijedece IP adrese). Upisati adresu formata 192.168.10.XX (Na mjesto XX se upisuje
bilo koji broj osim 0, 1, 20 ili 255), a u polju Subnet Mask (Maska PodmreZe) broj
255.255.255.0. Nakon upisa IP adrese, kliknuti na ,OK“ (U redu), zatvoriti sve
prozore, upaliti Tring Partner i spojiti ga mreznim kablom sa racunarom.



Internet Protocol (TCPAIP) Properties

General |

You can get IP settings assigned automatically f your network supports
this capability. Ctherwise, you need to ask your network administrator for
the appropriate IF settings.

(") Obtain an IP address automatically
{(®) Use the following |P address:

IP address: | 192 .168 . 10 . 22 |
Subret mask: | 255 . 255 . 255 . 0 |
Default gateway: | |

{®) Use the following DMS server addresses:

Prefemed DMNS server: | . . . |

Altemate DMN5 server: | . . . |

| ok || cance |

5. Nakon par sekundi, u donjem desnom uglu monitora ¢e se pojaviti poruka , Local
Area Connection is now Connected, Speed 10Mbs”“, sto znaci da smo se uspjesno
konektovali na Tring PARTNER.

6. Za dodatnu provjeru konekcije sa printerom, koristiti ¢emo ,ping” komandu tako sto
¢emo kliknuti na START, zatim Run... (Pokreni...) i u novom prozoru upisati cmd.
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7. Nakon otvaranja, potrebno je upisati slijedece: ping 192.168.10.20, te ¢emo, ukoliko
smo uspjesno odradili prethodne korake, dobiti slijededi rezultat,

CAWINDOWS\system3 2\vemd.exe

icrozoft Windows HP [Uersion 5.1.260@1
(C» Copyright 1985-2001 Microsoft Corp.

»JDocuments and Settings“Korisnil ping 192_168.180.20
inging 192.168.160.28 vwith 32 hytes of data:

Reply from 192.168.18.28: hytes=32 time=3msz TTL=64
192 _168.18.208: byte=z=32 time=2m= TTL=64
192 .168.18.208: bytes=32 time=2ms TTL=64
192.168.18.28: bytes=32 time=2msz TTL=64

ing statistics for 192.168.10.28:

Packetsz: Sent = 4, Received = 4, Lost = B (Bx loss),
pproximate round trip times in milli-—seconds:

Minimum = 2Zm=z, Maximum = Imz,. Average = 2Zms

»JDocuments and Settings“Korisnik>

¢ime racunar potvrduje uspjesSnu vezu sa printerom.



PROMIENA IP ADRESE NA TRING PARTNERU

Ukoliko je potrebno promijeniti IP adresu na Tring Partneru zbog prikljucivanja istog na
switch ili na router koji imaju drugi opseg IP adresa, potrebno je uraditi slijedede:

Nakon uspjeSne promijene adrese na racunaru i testiranja komunikacije sa fiskalnim
printerom iz prethodnih koraka, u donjem desnom uglu desktopa potrebno je kliknuti
lijevom tipkom misa na ikonu Tring.Fiscal, ¢ime ¢e se otvoriti prozor servera.

Nakon toga, pritisnuti kombinaciju tipku CTRL + SHIFT + (slovo) P, ¢ime ¢e se otvoriti dodatni
tab pod nazivom ,Partner”. U prvoj kartici Partnera, pod nazivom , Konekcija“, u polju IP
adresa printera, potrebno je unijeti odgovaraju¢u adresu iz mreze, te zatim ispod adresu
podmreZe i gateway-a. Nakon promjene adrese, potvrditi akciju time Sto se klikne na
Jlzmjeni“. Fiskalni Stampac Partner je potrebno ugasiti, iskljuiti napajanje, sacekati par
trenutaka te ga ponovo ukljuditi.

Tring.Fiscal.5erver
| Server I Fiskalni uredaj | TrinﬂPHI‘tI‘ler |
Konekcia | Daturn i vrjermns | IDSA—rFisiGIizacﬁaijveznik Poreske stope I Ser\risil Testovi|

IP adresa printera:  192.168.10.20

IP mask:  255.255.255.0

Gateway: 192.168.10.1

Izmjeni

Zaustavi server Deblokada servera

l Sakrj prozor Customize...

Nakon Sto se Stampac i racunar prikljuce na switch ili router, potrebno je ponoviti korake 1
do 7, s tim Sto se u koraku 4 umjesto adrese 192.168.10.XX na raCunaru unosi odgovarajuca
IP adresa iz postojece mreze (ili ukoliko je uklju¢en DHCP na routeru, postaviti Automatsko
preuzimanje IP adrese), a na komandi ,ping” IP adresa Stampaca koja je prethodno ruc¢no
dodijeljena.



