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1. U donjem desnom uglu racunara kliknuti desnom tipkom misa na ikonu za mrezne

konekcije i odabrati,,Open Network and Sharing Center”.

Troubleshoot problems

Open Metwork and Sharing Center
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2. Nakon otvaranja prozora, u gornjem lijevom dijelu kliknuti na ,,Change adapter
settings” (Promijeni postavke adaptera).
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3. U novom prozoru, potrebno je desnom tipkom misa kliknuti na ikonu ,Local Area
Connection”, te ,Properties” (Svojstva) gdje ¢e se otvoriti novi prozor Local Area
Connection Properties.

@Uv| @ <« Metwork and Internet » MNetwork Connections » - | +3 | | Search Network Connections e |

COrganize « Disable this network device Diagnose this connection Rename this connection » ﬁ: ~ [ @

L-". Local Area Connection
o= Metwork 5
@ ULi PCI Fast Ethernet Controlle

) Disable
Status

Diagnose
'@ Bridge Connections

Create Shortcut
Delete
'@ Rename

'@' Properties

4. Na donjem dijelu prozora kliknuti jednom na ,,Internet Protocol Version 4 (TCP/IPv4)“,
te na ,Properties” (Svojstva).

4 Local Area Connection Properties @

Metworlding

Connect using:
L¥ UL PCl Fast Bthemet Controller

This connection uses the following tems:

1% Client for Microsoft Netwarks

=) ¢ 2spersiy Anti-Vinus NDIS 6 Fiter

Bl 305 Packet Scheduler

Q File and Printer Sharing for Microsoft Networlks

[ = Intemet Protocol Version & (TCP/IPvE)

B8 Imtemet Protocol Version 4 (TCP/1Pv4d)

<& link-Layer Topology Discovery Mapper 140 Driver
i link-Layer Topology Discovery Responder

[ Install... ] Uninstall [ Properties

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocal that provides communication
across diverse interconnected netwaorks.

0K || Ccancel




5. U novootvorenom prozoru odabrati opciju , Use the following IP address” (Koristi
slijedece IP adrese). Upisati adresu formata 192.168.10.XX (Na mjesto XX se upisuje
bilo koji broj osim 0, 1, 20 ili 255), a u polju Subnet Mask (Maska PodmrezZe) broj
255.255.255.0. Nakon upisa IP adrese, kliknuti na ,OK“ (U redu), zatvoriti sve
prozore, upaliti Tring Partner i spojiti ga mreznim kablom sa racunarom.

Internet Protocol (TCPAIP) Properties

General

You can get |P settings assigned automatically if your network supports
this capabilty. Othenwise, you need to ask your networs administrator for
the appropriate |P settings.

() Cbtain an IP address automatically
{(#) Use the following IP address:

IP address: | 192 .168. 10 . 22 |
Subnet mask: | 255 .255 . 255 . 0 |
Default gateway: | |

{(#) Use the following DNS server addresses:
Prefemed DNS server: | . . . |

Altemate DMN5 server: | . . . |

| ok || cance |

6. Nakon par sekundi, u donjem desnom uglu monitora ¢e se pojaviti poruka , Local
Area Connection is now Connected, Speed 10Mbs"“, sto znaci da smo se uspjesno
konektovali na Tring PARTNER.

7. Za dodatnu provjeru konekcije sa printerom, koristiti ¢emo ,,ping” komandu tako sto
¢emo kliknuti na START, i upisati cmd.

Programs (1)
Bl crmd.exe

4~ See more results

cmd *® | | Shut down | » |




8. Nakon otvaranja novog prozora, potrebno je upisati slijedece: ping 192.168.10.20, te
¢emo, ukoliko smo uspjesno odradili prethodne korake, dobiti slijedeéi rezultat,

CAWINDOWS\system3 Demd.exe

Microzoft Windows [Uerszion 6.1.76881]
Copyright <c? 2089 Microsoft Corporation. All rights reserved.

C:xDocuments and SettingssKorisnilrping 192.168.18.28

Yinging 192.168.18.28 with 32 hytes of data:

leply from 192.168.18.28: hyte 2 time=3msz TTL=64
From -18. hyte 2 tim g ITL=64

from -18.28: hyte } time 5 TTL=64
from 8.18.28: hyte 2 time=2ms TTL=64

aum = 2ms,. Maximum = 3ms,. Aver:

C:xDocuments and SettingssKorisnik?>

¢ime rac¢unar potvrduje uspjesnu vezu sa printerom.



PROMIJENA IP ADRESE NA TRING PARTNERU

Ukoliko je potrebno promijeniti IP adresu na Tring Partneru zbog prikljucivanja istog na
switch ili na router koji imaju drugi opseg IP adresa, potrebno je uraditi slijedece:

Nakon uspjeSne promijene adrese na racCunaru i testiranja komunikacije sa fiskalnim
printerom iz prethodnih koraka, u donjem desnom uglu desktopa potrebno je kliknuti
lijevom tipkom misa na ikonu Tring.Fiscal, ¢ime ¢e se otvoriti prozor servera.

Nakon toga, pritisnuti kombinaciju tipku CTRL + SHIFT + (slovo) P, ¢ime ¢e se otvoriti dodatni
tab pod nazivom ,Partner”. U prvoj kartici Partnera, pod nazivom , Konekcija“, u polju IP
adresa printera, potrebno je unijeti odgovaraju¢u adresu iz mreZe, te zatim ispod adresu
podmreZe i gateway-a. Nakon promjene adrese, potvrditi akciju time Sto se klikne na
Jlzmjeni“. Fiskalni Stampac Partner je potrebno ugasiti, iskljuiti napajanje, sacekati par
trenutaka te ga ponovo ukljuditi.

Tring.Fiscal.5erver
| Server I Fiskalni uredaj | TrinﬂPHI‘tI‘ler |
Konekcia | Daturn i vrjermns | IDSA—rFisiGIizacﬁaijveznik Poreske stope I Ser\risil Testovi|

IP adresa printera:  192.168.10.20

IP mask:  255.255.255.0

Gateway: 192.168.10.1

Izmjeni

Zaustavi server Deblokada servera

l Sakrj prozor Customize...

Nakon Sto se Stampac i racunar priklju¢e na switch ili router, potrebno je ponoviti korake 1
do 7, s tim Sto se u koraku 4 umjesto adrese 192.168.10.XX na raCunaru unosi odgovarajuca
IP adresa iz postoje¢e mreze (ili ukoliko je uklju¢en DHCP na routeru, postaviti Automatsko
preuzimanje IP adrese), a na komandi ,ping” IP adresa Stampaca koja je prethodno ru¢no
dodijeljena.



